936.2374/b  Subject to alteration,

Adjust. Electrical Downtilt

Bilag 01: Principskitse af panelantenne
Multi-band F-Panel
Dual Polarization
Half-power Beam Width

[ x ]

HATHREIN

Antennen - Electronic

0°—10°

set by hand or by optional RCU (Remote Control Unit)

XPol F-Panel 1710-2200 65° 18dBi 0°-10°T

Type No. 742 215
Frequency range

1710 — 1880 MHz 1850 — 1990 MHz 1920 - 2200 MHz
Palarization +45°, —45° +45°, —-45° +45°, —45°
Gain 2 x 17.7 dBi 2x 17.9 dBi 2 x 18 dBi
Half-power beam width Horizontal: 67° Horizontal: 66° Horizontal: 65°
Copolar +45°/-45° Vertical: 6.8° Vertical: 6.5° Vertical: 6.2°
Electrical filt °~10° 0°-10° °~10°

continuously adjustable

Sidelobe suppression for
first sidelobe above horizon

0°..4°..8°.10°T
18..17 .17 ..17dB

0°..4°,.8°...10°T
18...18..17 .17 dB

0°..4°.8°..10°T
18...18..17 ..18dB

Front-to-back ratio
(180° + 30°)

Copolar: >30dB
Total power: > 25 dB

Copolar: >30dB
Total power: > 25 dB

Copolar; >30dB
Total power: > 25 dB

Cross polar ratio

Maindirection 0° Typically: 25 dB Typically: 25 dB Typically: 25 dB
Sector +60° >10dB >10dB >10dB
Isolation, between ports >30dB > 30 dB > 30dB
Impedance 500 500 500Q
VSWR <15 <1.5 <15
Intermodulation IM3 < —150 dBe

(2 x 43 dBm carrier)

Max. power per input

300 W (at 50 °C ambient temperature)

1710 — 1880 MHz: +45%—45° Polarization

Horizontal Pattem

Vertical Pattern

0°-10° electrical downtilt

1850 — 1990 MHz: +45°%—45° Polarization

Horizontal Pattem

Vertical Pattern

°—10° electrical downtilt

1920 — 2200 MHz: +45%-45° Polarization

Horizontal Pattern

Internet: http//www._kathrein.de

Vertical Pattern

0°-10° electrical downtilt

1710-2200| |1710-2200
+45°
=] (=]
7-16 7-16

Mechanical specifications

Input

2 x 7-16 female

Connector position

Bottom

Adjustment 1x, Position bottom

mechanism continuously adjustable

Weight 7.5kg

Wind load Frontal: 130 N (at 150 km/h)
Lateral: 110 N (at 150 km/h)
Rearside: 310 N (at 150 km/h)

Max. wind velocity

200 km/h

Packing size

1574 x 172 X 92 mm

Height/width/depth

1302 / 155/ 69 mm
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